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STAINLESS STEEL INSULATED TWIN WALL 
CHIMNEY, WITH INNER JOINT AND DOUBLE 

LOCKING BAND

0036 CPD 90220 028

AISI 316L:     

AISI 304:        

Diameters:                 

Inner wall:                             

Outer wall:                              

Insulation:        

Joint:                 

DESIGNATIONS

MATERIALS AND DIAMETERS

Ø80-300:   
Ø350-400:  

EN 1856-1 T200 H1 W V2 L50040 O00		
EN 1856-1 T200 H1 W V2 L50050 O00

Ø80-300:   
Ø350-400:  

EN 1856-1 T200 H1 D Vm L20040 O00		
EN 1856-1 T200 H1 D Vm L20040 O00

Ø80/140 a Ø400/460 mm

AISI 304 BA (1.4301)
AISI 316L BA (1.4404)

AISI 304 BA (1.4301)
AISI 316L BA (1.4404)
RAL painted optional

Rockwool blanket of 30 mm of   
thickness and 100 kg/m3 of 
density 

Silicone T200
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ASSEMBLY INSTRUCTIONS

ELEMENTS                            

007

070

703

003

Aligning
the groove
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upper side

A

            ADJUSTABLE ELEMENTS

STEP 1
The Jointing kit (710) has the 
following elements:
- 1 x Joint (003)
- 1 x Inner locking band (703)
- 1 x Insulation strip to be fitted 
        under locking band (007)
- 1 x Outer locking band (070)

STEP 2
Install the Joint (003) on the Male 
end (A), aligning the groove to the 
upper side, as shown on attached  
detail.

STEP 3
Install the Inner locking band (703) 
on the Female end (B), respecting 
the direction indicated with an 
arrow on the locking band. See 
corresponding  detail.

STEP 4
Lubricate male end (A).

Fit the Male end (A) into the Fema-
le end (B) and put the Joint (003) 
over the junction. 

Install the Inner locking band (703) 
over the Joint (003) and tighten the 
fasteners of the locking band.
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STEP 3
Fit the Male end (A) of the Adjustable length into the 
Female end (B) of the previous piece and adjust to desired 
length.

Install the Inner locking band (703) and the Joint (003) 
and install over the junction respecting the direction shown 
on the attached detail and tightening the fasteners of the 
locking band.

STEP 2
Install the Inner locking band (703) over 
the Female end (B) of the previous piece, 
respecting the direction indicated with an 
arrow on the locking band. See attached 
detail.

STEP 1
Install the Joint (003) over the Male end 
(A) of the Adjustable length, aligning the 
groove to the upper side, as shown on the 
attached detail.
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ASSEMBLY INSTRUCTIONS

ELEMENTS                            

            ADJUSTABLE ELEMENTS

B

A

Strip
adhesive
tape
(0RP)

STEP 4
Lubricate male end (A).

Fit the Male end (A) into the Fema-
le end (B) and put the Joint (003) 
over the junction. 

Install the Inner locking band (703) 
over the Joint (003) and tighten the 
fasteners of the locking band.

STEP 5
Install de Insulation strip that goes 
under locking band (007) over the 
junction, and fix with a strip of adhe-
sive tape (0RP).

For Ø≥300/360 the Insulation strip 
is delivered in two parts. Both parts 
should previously be linked with a 
strip of adhesive tape (0RP)

STEP 6
Install the outer locking band (070) 
respecting the direction indicated 
on the attached detail. Tightening 
the fasteners of the locking band. 
Apply a neutral colourless silicone 
(099) in the overlap of the outer 
locking band (070).  The overlap 
of the clamps must also be co-
rrectly positioned horizontally.
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STEP 3
Fit the Male end (A) of the Adjustable length into the 
Female end (B) of the previous piece and adjust to desired 
length.

Install the Inner locking band (703) and the Joint (003) 
and install over the junction respecting the direction shown 
on the attached detail and tightening the fasteners of the 
locking band.

STEP 4
Insulate the space between the outer 
walls with the insulation sent by DI-
NAK. Fix with a strip of the adhesive 
tape (0RP).

STEP 5
Install the outer band over the 
insulation and tightening the 
fasteners.

Apply a neutral colorless silico-
ne (099) in the overlap of the 
outer band.
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PLOT A.OPUS ASPECT

CHESTER RD ERDINGTON
B24 0QY BIRMINGHAM

Phone: 0121 272 4830
Fax: 0121 386 5725

uk@dinak.com
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ASSEMBLY

Respect the distance
between fixings as
indicated in the DoP.

011
086

011 - Open terminal
020 - Straight lenght

043 - 87° Elbow
031 - 90° Tee

061 - Shoot colector with drain
710 - Jointing kit

086 - Flat wall support

523 - Inspection tee

710

020

853
031
523
061

020
209

523020 710
043

853
051
100

853 - Adjustable console plate

209 - Straight lenght with expansion below

051 - Test element

100 - Adaptor

INSTALLATION NOTES
1- Short straight length with expansion below (209)
A short straight length with expansion below (209 ) must be installed 
every 10 m of chimney flue run, or before each change of direction. 
This item must always be installed before an adjustable base support 
or  Console plate ( 853 or 854 ) or a fixed point to ensure its proper 
operation.

2- Pipe support and/or fixing
The DW hp 2.0 range only has available flat wall brackets. For this 
reason it will be necessary to install Adjustable base supports, console 
plates (853, 854 or 858) or Floor supports (065 or 856) to support the 
weight of the vertical stacks.


