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SINGLE WALL MODULAR CHIMNEY WITH 

TIGHTNESS JOINT

0036 CPD 90220 004

AISI 316L:     

AISI 304: 

OXX: The required distance to combustible materials varies according to the fl ue diameter. Please check 

CE certifi cate for more information

0036 CPD 90220 020

AISI 316L:     

AISI 304: 

0036 CPD 90220 038

AISI 316L:     

AISI 304: 

 

Diameters:                 

Materials:                             

    

DESIGNATIONS

AVAILABLE DIAMETERS AND MATERIALS

EN 1856-1 T200 P1 W V2 L20040 OXX

EN 1856-1 T250 N1 W V2 L20040 OXX

Ø80 a 600 mm

AISI 304 BA (1.4301)

AISI 316L BA (1.4404)

RAL powder coating on request 

EN 1856-1 T200 P1 W V2 L20040 OXX

EN 1856-1 T200 N1 W V2 L20040 OXX

EN 1856-2 T200 P1 W V2 L50040 O

EN 1856-2 T600 N1 W V2 L50040 G

EN 1856-2 T200 P1 W V2 L50040 OXXXNM

EN 1856-2 T600 N1 W V2 L50040 GXXXNM

EN 1856-2 T200 P1 W V2 L20040 O

EN 1856-2 T600 N1 W V2 L20040 G

EN 1856-2 T200 P1 W V2 L20040 OXXXNM

EN 1856-2 T600 N1 W V2 L20040 GXXXNM
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INSTALLATION INSTRUCTIONS

                FITTING BETWEEN ELEMENTS                

                            Ø80 a 300                                                 

                          Ø350 a 600                                                    

B � � � � � �� � � � �
B

A

C

STEP 1

Lubricate the outside of the wall 

of the male end (B)

STEP 2

Assemble male end (B) with female end (A) of 

the next element, without turning the elements, 

following the fl ue gas direction and place a locking 

band (C)

STEP 1

Lubricate the outside of the wall of 

the male end (A)

STEP 2

Install the locking band (C)  and allow for a 

silicone setting time of 48 hours before the 

installation .

A

C

B

A
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INSTALLATION INSTRUCTIONS

                 CUT ADJUSTABLE LENGTHS

                                                   Ø80 a 300

                                                   Ø350 a 600

STEP 1

Cut the adjustable to the desired length 

keeping the female end (A)

STEP 2

Connect the cut item to the  female end (A) of 

the next element and fi x them with a locking 

band (C)

C

STEP 1

Cut the adjustable to the desired length kee-

ping the female end (A)

STEP 2

Connect the cut item to the  female end 

(A) of the next element and fi x them with a 

locking band (C)

A

B

A

C

B

C

A

B
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Camiño do Laranxo, 19

36216 Vigo (España)

Telf: 986 45 25 26

Fax: 986 45 25 01

comercial@dinak.com
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