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Deko Pellets 1.2 mm

Best solution for gas exhaust from pellet burning
stoves.

Combines aesthetics and functionality

Single-wall modular duct made of 1.2 mm-thick steel, matte black painted, with seal at the female end, to be used as a visible connecting
duct for pellet stoves

 Benefits

Aesthetics

The quality of the matte black painted finish allows to preserve all
the aesthetics of an exposed connection in a design stove,
achieving an optimal architectural integration of the stove-fireplace
set

Resistance

Due to its 1.2 mm thick steel, the Deko Pellets 1.2 mm range
guarantees high mechanical strength and resistance to high
temperatures

Cuttable

The duct can be trimmed while keeping the female end of the
piece, using a fine-grained cutting disc, and applying an anti-heat
touch-up paint on the edge of the cut area
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 Technical features

 Generic

Colour matt black

50 mm gap between elements

Silicone gasket to ensure watertightness

Can be shortened by keeping the female end

 Materials and thicknesses

1.2 mm thick steel, painted in matt black, corrosion-resistant
colour

 Temperature classes

Maximum working temperature: 600 °C (T600)

 Sealing classes

P1 (up to 200 Pa overpressure)

 Diameters

80 100

 Certifications
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 Assembly

Do you want more information about Deko Pellets 1.2 mm?

Contact us

uk@dinak.com
 

(+44) 0121 272 4830
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